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Wheel design

Camoplast wheels are engineered with high-quality sealed bearings for true four-season use.

Width increased to 20 mm
= Improved weight distribution on track
= Increased reliability

Elastomer outer band
= [cing free

= Increased durability

12.5in
(318 mm)

1.188in
(30 mm)

98.5in
(2507 mm)

93.41in
(2377 mm)

HUB
e Quter seals improve bearing durability
e Stainless steel sleeves to reduce maintenance

11.51in

TANDEM STABILIZER
e On pressure point

e Absorbs shocks

e Smoother ride

INTERNAL DRIVE SYSTEM

¢ Unique 4-season riding solution
 Reduced friction

e Maximizes power delivery in all conditions
¢ Minimizes splatter and accumulation



Precision engineering,
rugged construction

Specifically engineered for installation on side-by-sides, this kit features
longer and wider tracks than ATV kits to accommodate the greater weight
of larger UTVs. Model-specific installation kits allow easy conversion, and
engine-specific gearing gives maximum track performance in deep snow, (343 mm)

13.51in

swamps, marshes, muskeg, and mud.

Outstanding advantages
for most side-by-side models 10

= The most stable and smooth driving regardless of conditions

= Track frames pivot together for safe and easy operation

= Dual tandem stabilizers on each pressure point to absorb shocks
= \Wide wheels with special track tread to minimize vibration

= Puncture-proof tires (pioneered by Camoplast) improve reliability and provide maximum shock
absorption for improved ride quality

= All wheels feature two sealed bearings for protection against the elements
* Reinforced frame to meet the extreme demands of all UTVs



CAMOPLAST

TATOU UTV
INTERNAL DRIVE SYSTEM HUB
* Unique 4-season riding solution « Quter seals improve bearing durability
* Reduced friction o Stainless steel sleeves to reduce maintenance

e Maximizes power delivery in all conditions
¢ Minimizes splatter and accumulation

98.5in
(2507 mm)
116.7 in (318 mm)
(2964 mm) DUAL TANDEM STABILIZERS
¢ On each pressure point
e Absorb shocks

e Smoother ride
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CAMOPLAST ATV T4S CAMOPLAST UTV T4S

Weight
Offset (front & rear) @

71 1bs (30 kg)

Front: 24 in (611 mm) | Rear: 27 in (662 mm)
Total: 51 in (1298 mm)

6in (153 mm)

Front: 40 in (1015 mm) | Rear: 42.5 in (1081 mm)
22 in (560 mm)

Approx. 6.25 1bs (2.75 kg)

Offset (side-to-side) @
Length

Height

Mounting hardware weight

Front: 95 Ibs (43 kg) | Rear: 112 Ibs (51 kg)

Front: 26.5 in (673 mm) | Rear: 35 in (889 mm)
Total: 61.5in (1562 mm)

7in (178 mm)

Front: 42.5 in (1081 mm) | Rear: 52 in (1321 mm)
251in (635 mm)

Approx. 6.25 1bs (2.75 kg)

Rubber track 1 ______________________

Width Front: 11.5in (292 mm) | Rear: 12.5 in (318 mm)
Length Front: 93.4 in (2377 mm) | Rear: 98.5 in (2507 mm)
Lug height Front: 1in (25 mm) | Rear: 1.188 in (30 mm)

Front: 12.5in (318 mm) | Rear: 13.5 in (343 mm)
Front: 98.5 in (2507 mm) | Rear: 116.7 in (2964 mm)
Front: 1in (25 mm) | Rear: 1in (25 mm)

Performance 1 ______________________

Ground surface 2000 sg. in (1.30 sg. m)

Ground clearance (average) Increased by 3 in (76 mm)

2470 sq. in (1.59 sg. m)
Increased by 5in (127 mm)

Maintained speed (average) 60% 50%
I |

Drive Type Internal drive Internal drive

Rubber track Front: Flex | Rear: Flat Front: Flat | Rear: Flat

Frame Carbon steel Carbon steel

Sprocket 1510 18 teeth 1510 18 teeth

Wheel 133 & 201 mm encapsulated and sealed 132 mm double bearing & sealed mid-roller

wheels including elastomer outer band

Anti-rotation Redesigned mild steel anti-rotation
Spring and progressive damper
Hub and bearing Cast steel multi-bolt pattern hub

4-bolt pattern
Redesigned molded UHMW
Mono front tandem on pivot point

Guide
Tandem & suspension

wheels (width: 50 mm)
255 mm double bearing & sealed flat free tires

Redesigned mild steel anti-rotation
Spring and progressive damper

Cast steel multi-bolt pattern hub
4 & 5-bolt pattern

Extruded UHMW
Dual tandem on each pivot point

Vainienance I I

Installation time Approx. 1.5 h

Subsequent Less than 1 hour

Approx. 1.5 h
Less than 1 hour

Note: Information may change depending on vehicles and models.



WORLD-CLASS SERVICE

Camoplast’s reputation for technical expertise and service is second to none in the
industry. Wherever you're located in the world, there's a Camoplast expert ready to
respond to every question or need, and to help you get the most from your riding
experience.

You can access Camoplast expertise through our direct assistance services or through one of our many
distributors located around the world.

If you have a technical or customer service question, please call us toll-free:
1-866-533-0008 in the USA and Canada.

Or you can e-mail us: atvtracksystems@camoplast.com

EVEN OUR WARRANTY IS HIGH PERFORMANCE

Made from premium material, and precision assembled to the strictest tolerances
using the most advanced technologies, Camoplast track systems are recognized
as simply the best around the world. That is why we offer the best warranty in the
industry.

BEST Camoplast track conversion systems
B LLLLLIA | are guaranteed for one full year.

camaoplast

HI-PERFORMANCE TRACKS



GLOBAL LEADERSHIP

IN TODAY'S WORLD

Camoplast is the world leader in rubber tracks and undercarriage systems. Our advanced engineering
know-how, state-of-the-art manufacturing facilities, and largest R&D team in the industry have made us
the preferred choice of Original Equipment Manufacturers (OEM) around the world.

For utility operations, hunting, fishing, recreational off-trail riding, farming or ranching, Camoplast track
systems deliver industry-leading performance, warranty and reliability.

Visit www.camoplast.com for more information and videos.

camoplast

HI-PERFORMFANCE TRACKS
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